3- WAY  DOUBLE  ACTING  FORCE  PUMP. 


SPRINGFIELD.  OHIO. 


TRY  THE  THOMAS  PUMPS. 


ot  the  Thomas  Shallo^\  Well,  Double 
Acting,  Force  Pump,  with  3-way  Cock 
and  Wind  Mill  Attachment. 


The  "Thomas”  Force  Pump' 

DOUBLE  ACTING  FORCE  AND  LIFT  PUMP. 


ADAPTED  TO  ALL  KINDS  OF  WELLS-DRIVEN. 
DRILLED.  BORED,  OR  DUG. 


rT7HIS  is  a Double  Acting  Force  and  Lift  Pump,  and,  as 
the  cut  shows,  is  a single-stock  pump,  thereby  dis- 
J.  pensing  with  numerous  parts  above  and  below  the 
platform,  preventing  any  looseness  or  derangement  of 
parts,  and  without  noise  in  operation. 

To  make  the  classification  simple  as  possible  and  easily 
understood,  we  construct  these  pumps  alike  in  all  respects, 
whether  for  shallow  or  deep  wells,  hence  any  pump  we 
send  out  may  be  used  in  a well  of  any  depth  by  making  the 
changes  herein  suggested. 

Of  course,  a pump  with  a three-way  cock  differs  from 
one  without  it,  and  when  wanted  must  be  so  ordered  from 
the  factory. 

Any  of  our  pumps  can  be  attached  to  wind  engine  by 
ordering  the  connection  for  that  purpose. 

There  is  a two-inch  wrought  iron  standard,  inside  of 
which  is  a tubular  casing,  which  is  the  discharge  pipe,  the 
standard  being  the  air  chamber. 

The  rod  which  works  the  buckets  in  the  cylinders  has  no 
connection  with  the  water,  doing  away  entirely  with 
stuffing  or  packing  boxes. 

The  rod  is  well  stayed  (three  times  in  the  first  8 feet)  and 
in  a deep-well  pump,  below  the  8 feet,  the  rod  runs  in 
the  pipe,  and  there  is  no  pressure  or  pull  on  it  only  when 
going  up. 

The  water  has  a STRAIGHT  COURSE  from  the  bottom 
of  the  pipe  in  the  well  to  the  spout  of  the  pump;  no 
crooks  or  turns  to  cause  friction. 

The  spout  is  adjustable  for  right  or  left-hand  pump  at 
will.  THE  DISCHARGE  OF  THE  WATER  IS  CONTIN- 
UOUS. The  base  of  the  pump  on  the  platform  is  adjusta-  , 
ble.  The  pump  brace  is  wrought  iron . 1 

The  handle  and  fulcrum  pins  are  of  steel. 

Water  starts  at  seconder  third  motion  of  handle,  and  I 
stops  at  once  when  the  stream  of  water  is  broken. 

There  is  an  ample  air-chamber  below  the  spout. 

Each  force  pump  has  a hose  coupling,  easily  attached, 
and  water  can  be  forced  over  grounds  or  building.  It  will 
throw  the  water  30  feet  high.  Strainers  are  also  furnished 
free. 

IT  IS  POSITIVELY  ANTI-FREEZING. 

Because  the  set  length  of  the  Pump  is  made  of  two  pipes—  • 
an  outside  and  an  inside  pipe.  The  water  docs  not  touch  the 
outside  pipe  at  all,  hence  the  outside  pipe  acts  as  a sure ' 
protection  for  the  water  which  is  in  the  inside  pipe.  Theie 
is  also  a drip  hole. 

The  cylinders  are  closed  at  the  top,  preventing  gravel 
or  sand  getting  in  and  cutting  out  the  leathers,  as  happens  ‘ 
with  all  open  top  cylinders. 

THE  THOMAS  MANUFACTURING  CO., 

SPRINGFIELD,  OHIO. 


THOMAS  LIFT  PUMPS- 

Fop  30  Foot  Wells,  or  Less. 

No.  00— Lift  Pump,  2H  in.  brass  cylinder,  5}^  feet  below 

platform,  134  in.  suction  pipe,  % in  discharge,  S 9 50 

No.  0034— Same  as  No.  00,  with  Wind  Mill  Top, 10  50 

No.  0 —Lift  Pump,  3 inch  brass  cylinder,  5%  feet  below 

platform,  134-in.  suction  pipe, 1-in.  discharge. $10^50 

No.  034— Same  as  No.  0,  with  Wind  Mill  Top 11  50 

No.  1 —Lift  Pump,  334-  inch  brass  cylinder,  534  leet 
below  platform,  134-inch  suction  pipe,  I34  in 

discharge 11  50 

No.  134— Same  as  No.  1,  with  Wind  Mill  Top, 12  50 

No.  2 —Lift  Pump,  4-inch  brass  cylinder,  5)4  I^et 
below  platform,  2-in  suction  pipe,  134  in  dis- 
charge  14  00 

No.  234— Same  as  No.  2,  with  Wind  Mill  Top, 15  00 

“THOMAS”  DOUBLE  ACTING  FORCE  AND 

LIFT  PUMPS. 

For  Wells  nnder  30  Feet. 

No.  5 -Force  Pump.  234-in  brass  cylinder,  5)4  It  helow 

platform,  134‘in  connecting*  pipe S17  50 

No.  534— Same  as  No.  5,  with  wind  mill  top 18  50 

No.  6 —Same  as  No.  5,  with  Normand  patent  3-wa5': 

cock  21  00 

No.  634— Same  as  No  6,  .-with  Wind  Mill  Top 22  00 

No.  7 —Force  Pump,  3-in  brass  cylinder,  5>4  feet  below 

platform,  134-in  connecting  pipe 18  00 

No.  7)4— Same  as  No.  7,  with  Wind  Mill  Top 19  00 

No.  8 —Same  as  No.  7,  with  Normand  patent  3-way 

cock 21  50 

No.  834— Same  a-s  No.  8,  with  Wind  Mill  Top 22  50 

No.  9 -Force  Pump,  334  in  brass  cylinder,  5)4  feet  be 

low  platform,  1%-inch  connecting  pipe 21  50 

No.  9)4— Same  as  No.  9,  with  Wind  Mill  Top 22  50 

No.  10  "—Same  as  No.  9,  with  Normand  patent  3-way 

cock 25  00 

No.  1034— Same  as  No.  16,  witii  Wind  Mill  Top 26  00 

No.  11  —Force  Pump,  4-in  brass  cylinder,  534  feet  be- 
low platform,  2-inch  connecting  pipe 23  50 

No.  1134— Same  as  No.  11,  with  Wind  Mill  Top 24  50 

No.  12  —Same  as  No,  11,  with  Normand  patent  3-way 

cock 27  00 

No.  1234— Same  as  No.  12,  with  Wind  Mill  Top 28  00 


No  connecting  or  extension  pipe  iiftjlud- 
ed  in  above  prices,  and  all  Pumps  made 
with  534  feet  set  lengths,  unless  othewise 
ordered.  ’ 


THE  THOMAS  MANUFACTURING  CO., 


PRICE  LIST 


“Thomas”  Double  Actimg  Foree  anp  Lift  Pumps. 


For  Wells  Thirty  to  Two  Hundred  Feet. 
(Same  as  Nos.  5 to  12,  with  fixtures  an(f  cap  added.) 


! No,  13—234-in  cylinder,  30  to  200  ft  wells $1?  00 

, No.  133^-Same  as  No.  13,  with  Wind  Mill  Top. 20  00 

No.  14-Same  as  No.  13,  with  Normand  patent  3-way  cock  22  50 

r No.  14^— Same  as  No.  14,  with  Wind  Mill  Top, 23  50 

^ No.  15—3-in  cylinder;  30  to  60  ft  wells 19  50 

No.  1534— Same  as  No.  15,  with  Wind  Mill  Top 20  50 

No.  16-Same  as  No.  15,  with  Normand  pp.tent  3-w«y  rock  23  00 

No.  1634 — Same  as  No  16,  with  Wind  Mill  Top 24  00 

No.  17—334-in  cylinder,  30  to  50  ft  wells 23  00 

No.  1734— Same  as  No.  17,  with  Wind  Mill  Top, 24  00 

No.  18-Same  as  No.  17,  with  Normand  patent  3- way  cock  26  50 

No.  1834— Same  as  No.  18,  with  Wind  Mill  Top, 27  50 

No.  19— 4-iu  cylinder,  30  to  40  ft  wells 25  00 

_No.  1934— Same  as  No.  19,  with  Wind  Mill  Top, 26  00 

No.  20-Same  as  No.  19,  with  Normand  patent  3-way  cock  28  50 

No.  2034— Same  as  No,  20,  with  Wind  Mill  Top, 29  50 

Deep  well  attachment  (Double  Acting  Pumps  ONLY)....  1 50 
. Foot  valves,  for  134  or  134  in.  pipe,  each 1 50 


“Thomas”  Single  Acting  Force  aud  Lift  Pumps. 

ALL  WITH  WIND  MILL  TOPS. 

(Specially  for  Wind  Mills.) 

For  Wells  up  to  200  Feet. 

No.  0I34— 234  in.  brass  cylinder,  534  ft.  below  platform, 

134  in.  pipe,  with  wind  mill  tops  for  30  to  200 

feet  wells S18.50 

No.  3234— Same  as  No.  3134»  with  Normand  3-way  cock  22  00 
No.  3334—3  in.  brass  cylinder  534  ft  below  platform,  1% 

in.  pipe,  with  wind  mill  tops  for  wells  30  to  70ft  19  00 
No.  3434— Same  as  No.  3334.  with  Normand  3-way  cock  23  50 
No.  3534—334-inch  brass  cylinder,  534ft.  below  platform, 

134  in.  pipe,  with  wind  mill  top  for  wells  30  to  50 

feet 22  50 

No.  3634— Same  as  No.  3534.  with  Normand  3-way  cock . 26  00 
No.  3734 — 1 in  brass  cylinder  534  below  platform,  2 in. 

pipe,  with  Wind  Mill  Top  for  30  to  40  ft.  wells 24  50 

No.  3834— Same  as  No.  3734  with  Normand  3-way  cock.  28  00 
No  connecting  or  extension  pipe  indued  in  above  prices, 
and  all  Pumps  made  with  534  ^eet  set  lengths. 


SPRINGFIELD,  OHIO. 


DOUBLE  ACTING  FORCE 


This  cut  shows  the  Inside  of  Cylinder 
of  our  Forbe  Pump  with  the 
Working  Parts. 


PLajVIGEl^g. 

Most  pump  plungers  give  more  or  less 
trouble.  They  are  generally  hard  to  get  ©ut. 
On  the  “Thomas”  Pump  they  can  be  taken 
out  very  quickly  by  driving  a little  pin,  and 
the  parts  got  at  and  repaired  in  one-third  the 
time  it  takes  in  other  pumps.  The  parts  of 
the  plunger  in  most  pumps  get  deranged, 
and  out  of  line,  or  off  the  center,  and  very 
rapidly  ruin  the  cylinder ; while  on  our  pump 
we  overcome  all  these  difficulties  by  new, 
peculiar  and  simple  construction,  which  is 
quickly  appreciated  on  sight.  Our  plungers 
can  be  taken  apart  any  time  with  a monkey 
wrench ; you  won’t  need  pipe  wrenches  or 
other  special  tools,  as  is  often  the  case  in 
other  pumps. 

THE  “THEMflE”  PHMP. 

With  its  novel  construction,  its  superior 
principles,  simplicity,  strength,  and  freedom 
from  the  faults  of  others,  make  it,  we  believe, 
nearer  a perfect  pump  than  any  other  made. 

We  shall  make  all  PUMPS  with 

BRASS  CYLINDERS  EXCLUSIVELY, 

using  only  the  very  best  seamless  cylinders, 
which  all  know  to  be  the  best  style  of  pump 
cylinders,  and  the  cylinders,  as  well  as  the 
leathers,  will  last  much  longei  than  in  iron  or 


Sprcelain-lined  cylinder,  and  be  much  more  effective,  and, 
the  cost  is  a little  more  in  the  start,  are  cheaper  in  the 
^d , besides  saving  the  trouble  of  frequently  renewing  the 
leathers. 


* We  have  purchased  the  very  latest  improved  special 
machinery  to  build  pumps,  and  will  employ  the  best 
skilled  labor  in  order  to  secure  the  most  perfect  and  uni- 
form construction  and  uniformity  of  parts.  We  are  deter- 
mined to  produce  the  most  efficient,  durable,  simple,  easily 
operated,  and  generally  successful  pump  on  the  market ; 
and  all  we  have  to  say  now,  is 


A TRIAL  WILL  QUICKLY  CONVINCE  YOU 


THAT  IT  IS  MANIFESTLY  AND  GREATLY 

SUPERIOR  TO  ALL  OTHER  PUMPS. 

THE  THOMAS  MANUFACTURING  CO., 

I OUJLO 


TRY  THE  THOMAS  PUMPS. 


THOMAS  PUMPS  made  only 


— 


THE  ‘ THOMAS"  LINE 


IKEJjEATEST  AHD  BEST  LIFT  PUMP  MADE. 


THE  THOMAS  DEEP  WELL  FORCE  PUMP  WITH  WIND  MILL  TOP. 


BY  THE  THOMAS  M’F’G  OO  . 


OF  PUMPS  BEAT  THEM  ALL. 


Cut  showing  app^ijance  of  Deep  Well  D.uble  Acting  Force  Pumps  No.  13  to  20A  described  herein. 


